[Disk: sdq1 / 0859-18E1]

    Rescue a Fedora system (64-bit kernel)

    Test this media & install Fedora 23  (64-bit kernel)

 *  Install Fedora 23 (64-bit kernel)                                        

 Enter=accept, e=edit, n=new, x=exit, l=language, h=help

The system is going down NOW!t

Sent SIGTERM to all processes

Sent SIGKILL to all processes

[1615724037112,3] OPAL: Trying a CPU re-init with flags: 0x2

[    0.000000] opal: OPAL V3 detected !

[    0.000000] Using PowerNV machine description

[    0.000000] Page sizes from device-tree:

[    0.000000] base_shift=12: shift=12, sllp=0x0000, avpnm=0x00000000, tlbiel=1, penc=0

[    0.000000] base_shift=12: shift=16, sllp=0x0000, avpnm=0x00000000, tlbiel=1, penc=7

[    0.000000] base_shift=12: shift=24, sllp=0x0000, avpnm=0x00000000, tlbiel=1, penc=56

[    0.000000] base_shift=16: shift=16, sllp=0x0110, avpnm=0x00000000, tlbiel=1, penc=1

[    0.000000] base_shift=16: shift=24, sllp=0x0110, avpnm=0x00000000, tlbiel=1, penc=8

[    0.000000] base_shift=20: shift=20, sllp=0x0130, avpnm=0x00000000, tlbiel=0, penc=2

[    0.000000] base_shift=24: shift=24, sllp=0x0100, avpnm=0x00000001, tlbiel=0, penc=0

[    0.000000] base_shift=34: shift=34, sllp=0x0120, avpnm=0x000007ff, tlbiel=0, penc=3

[    0.000000] Using 1TB segments

[    0.000000] cma: Reserved 13120 MiB at 0x0000003cac000000

[    0.000000] Found initrd at 0xc000000002fc0000:0xc00000000563068c

[    0.000000] OPAL: Power8 LPC bus found, chip ID 0

[    0.000000] bootconsole [udbg0] enabled

[    0.000000] CPU maps initialized for 8 threads per core

 -> smp_release_cpus()

spinning_secondaries = 159

 <- smp_release_cpus()

[    0.000000] Starting Linux ppc64le #1 SMP Wed Aug 5 12:07:38 UTC 2015

[    0.000000] -----------------------------------------------------

[    0.000000] ppc64_pft_size    = 0x0

[    0.000000] phys_mem_size     = 0x4000000000

[    0.000000] cpu_features      = 0x07fc7aed18500249

[    0.000000]   possible        = 0x1fffffef18500649

[    0.000000]   always          = 0x0000000018100040

[    0.000000] cpu_user_features = 0xdc0065c2 0xef000000

[    0.000000] mmu_features      = 0x5c000001

[    0.000000] firmware_features = 0x0000000430000000

[    0.000000] htab_address      = 0xc000003fe0000000

[    0.000000] htab_hash_mask    = 0x1fffff

[    0.000000] -----------------------------------------------------

 <- setup_system()

[    0.000000] Initializing cgroup subsys cpuset

[    0.000000] Initializing cgroup subsys cpu

[    0.000000] Initializing cgroup subsys cpuacct

[    0.000000] Linux version 4.2.0-0.rc5.git0.2.fc23.ppc64le (mockbuild@ppc-le-builder1.qa.fedoraproject.org) (gcc version 5.1.1 20150618 (R

ed Hat 5.1.1-4) (GCC) ) #1 SMP Wed Aug 5 12:07:38 UTC 2015

[    0.000000] numa: Initmem setup node 0 [mem 0x00000000-0x1fffffffff]

[    0.000000] numa:   NODE_DATA [mem 0x1fffff5000-0x1fffffffff]

[    0.000000] numa: Initmem setup node 8 [mem 0x2000000000-0x3fffffffff]

[    0.000000] numa:   NODE_DATA [mem 0x3fffa91000-0x3fffa9bfff]

[    0.000000] Initializing IODA2 OPAL PHB /pciex@3fffe40000000

[    0.000000] PCI host bridge /pciex@3fffe40000000 (primary) ranges:

[    0.000000]  MEM 0x00003fe000000000..0x00003fe07ffeffff -> 0x0000000080000000 

[    0.000000]  MEM64 0x00003b0000000000..0x00003b0fffffffff -> 0x00003b0000000000

[    0.000000]   256 (000) PE's M32: 0x80000000 [segment=0x800000]

[    0.000000]                  M64: 0x1000000000 [segment=0x10000000]

[    0.000000]   Allocated bitmap for 2040 MSIs (base IRQ 0x800)

[    0.000000] Initializing IODA2 OPAL PHB /pciex@3fffe40100000

[    0.000000] PCI host bridge /pciex@3fffe40100000  ranges:

[    0.000000]  MEM 0x00003fe080000000..0x00003fe0fffeffff -> 0x0000000080000000 

[    0.000000]  MEM64 0x00003b1000000000..0x00003b1fffffffff -> 0x00003b1000000000

[    0.000000]   256 (000) PE's M32: 0x80000000 [segment=0x800000]

[    0.000000]                  M64: 0x1000000000 [segment=0x10000000]

[    0.000000]   Allocated bitmap for 2040 MSIs (base IRQ 0x1000)

[    0.000000] Initializing IODA2 OPAL PHB /pciex@3fffe40200000

[    0.000000] PCI host bridge /pciex@3fffe40200000  ranges:

[    0.000000]  MEM 0x00003fe100000000..0x00003fe17ffeffff -> 0x0000000080000000 

[    0.000000]  MEM64 0x00003b2000000000..0x00003b2fffffffff -> 0x00003b2000000000

[    0.000000]   256 (000) PE's M32: 0x80000000 [segment=0x800000]

[    0.000000]                  M64: 0x1000000000 [segment=0x10000000]

[    0.000000]   Allocated bitmap for 2040 MSIs (base IRQ 0x1800)

[    0.000000] Initializing IODA2 OPAL PHB /pciex@3fffe41000000

[    0.000000] PCI host bridge /pciex@3fffe41000000  ranges:

[    0.000000]  MEM 0x00003fe800000000..0x00003fe87ffeffff -> 0x0000000080000000 

[    0.000000]  MEM64 0x00003c0000000000..0x00003c0fffffffff -> 0x00003c0000000000

[    0.000000]   256 (000) PE's M32: 0x80000000 [segment=0x800000]

[    0.000000]                  M64: 0x1000000000 [segment=0x10000000]

[    0.000000]   Allocated bitmap for 2040 MSIs (base IRQ 0x10800)

[    0.000000] Initializing IODA2 OPAL PHB /pciex@3fffe41100000

[    0.000000] PCI host bridge /pciex@3fffe41100000  ranges:

[    0.000000]  MEM 0x00003fe880000000..0x00003fe8fffeffff -> 0x0000000080000000 

[    0.000000]  MEM64 0x00003c1000000000..0x00003c1fffffffff -> 0x00003c1000000000

[    0.000000]   256 (000) PE's M32: 0x80000000 [segment=0x800000]

[    0.000000]                  M64: 0x1000000000 [segment=0x10000000]

[    0.000000]   Allocated bitmap for 2040 MSIs (base IRQ 0x11000)

[    0.000000] Initializing IODA2 OPAL PHB /pciex@3fffe41200000

[    0.000000] PCI host bridge /pciex@3fffe41200000  ranges:

[    0.000000]  MEM 0x00003fe900000000..0x00003fe97ffeffff -> 0x0000000080000000 

[    0.000000]  MEM64 0x00003c2000000000..0x00003c2fffffffff -> 0x00003c2000000000

[    0.000000]   256 (000) PE's M32: 0x80000000 [segment=0x800000]

[    0.000000]                  M64: 0x1000000000 [segment=0x10000000]

[    0.000000]   Allocated bitmap for 2040 MSIs (base IRQ 0x11800)

[    0.000000] OPAL nvram setup, 589824 bytes

[    0.000000] Zone ranges:

[    0.000000]   DMA      [mem 0x0000000000000000-0x0000003fffffffff]

[    0.000000]   DMA32    empty

[    0.000000]   Normal   empty

[    0.000000] Movable zone start for each node

[    0.000000] Early memory node ranges

[    0.000000]   node   0: [mem 0x0000000000000000-0x0000001fffffffff]

[    0.000000]   node   8: [mem 0x0000002000000000-0x0000003fffffffff]

[    0.000000] Initmem setup node 0 [mem 0x0000000000000000-0x0000001fffffffff]

[    0.000000] Initmem setup node 8 [mem 0x0000002000000000-0x0000003fffffffff]

[    0.000000] PERCPU: Embedded 3 pages/cpu @c000001ff4800000 s123288 r0 d73320 u262144

[    0.000000] Built 2 zonelists in Node order, mobility grouping on.  Total pages: 4190208

[    0.000000] Policy zone: DMA

[    0.000000] Kernel command line: ro

[    0.000000] log_buf_len individual max cpu contribution: 4096 bytes

[    0.000000] log_buf_len total cpu_extra contributions: 651264 bytes

[    0.000000] log_buf_len min size: 262144 bytes

[    0.000000] log_buf_len: 1048576 bytes

[    0.000000] early log buf free: 252936(96%)

[    0.000000] PID hash table entries: 4096 (order: -1, 32768 bytes)

[    0.000000] Sorting __ex_table...

[    0.000000] Memory: 254088128K/268435456K available (9792K kernel code, 1408K rwdata, 2936K rodata, 5184K init, 2690K bss, 912448K reserv

ed, 13434880K cma-reserved)

[    0.000000] SLUB: HWalign=128, Order=0-3, MinObjects=0, CPUs=160, Nodes=9

[    0.000000] Hierarchical RCU implementation.

[    0.000000]  Build-time adjustment of leaf fanout to 64.

[    0.000000]  RCU restricting CPUs from NR_CPUS=1024 to nr_cpu_ids=160.

[    0.000000] RCU: Adjusting geometry for rcu_fanout_leaf=64, nr_cpu_ids=160

[    0.000000] NR_IRQS:512 nr_irqs:512 16

[    0.000000] ICS OPAL backend registered

[    0.000000]  Offload RCU callbacks from all CPUs

[    0.000000]  Offload RCU callbacks from CPUs: 0-159.

[    0.000006] clocksource: timebase: mask: 0xffffffffffffffff max_cycles: 0x761537d007, max_idle_ns: 440795202126 ns

[    0.009622] clocksource: timebase mult[1f40000] shift[24] registered

[    0.015987] Console: colour dummy device 80x25

[    0.019519] console [hvc0] enabled

[    0.019519] console [hvc0] enabled

[    0.026446] bootconsole [udbg0] disabled

[    0.026446] bootconsole [udbg0] disabled

[    0.035123] mempolicy: Enabling automatic NUMA balancing. Configure with numa_balancing= or the kernel.numa_balancing sysctl

[    0.045687] pid_max: default: 163840 minimum: 1280

[    0.052281] Security Framework initialized

[    0.054976] SELinux:  Initializing.

[    0.059467] Yama: becoming mindful.

[    0.071182] Dentry cache hash table entries: 33554432 (order: 12, 268435456 bytes)

[    0.440335] Inode-cache hash table entries: 16777216 (order: 11, 134217728 bytes)

[    0.648355] Mount-cache hash table entries: 524288 (order: 6, 4194304 bytes)

[    0.654012] Mountpoint-cache hash table entries: 524288 (order: 6, 4194304 bytes)

[    0.673553] Initializing cgroup subsys blkio

[    0.677668] Initializing cgroup subsys memory

[    0.681930] Initializing cgroup subsys devices

[    0.685998] Initializing cgroup subsys freezer

[    0.690166] Initializing cgroup subsys net_cls

[    0.694315] Initializing cgroup subsys perf_event

[    0.699864] Initializing cgroup subsys net_prio

[    0.704026] Initializing cgroup subsys hugetlb

[    0.708504] ftrace: allocating 24702 entries in 10 pages

[    0.748015] EEH: PowerNV platform initialized

[    0.750794] POWER8 performance monitor hardware support registered

[    0.971051] random: nonblocking pool is initialized

[    1.044822] Brought up 160 CPUs

[    1.051444] devtmpfs: initialized

[    1.102818] EEH: devices created

[    1.104717] clocksource: jiffies: mask: 0xffffffff max_cycles: 0xffffffff, max_idle_ns: 19112604462750000 ns

[    1.118692] atomic64_test: passed

[    1.120462] NET: Registered protocol family 16

[    1.124245] IBM eBus Device Driver

[    1.134206] cpuidle: using governor menu

[    1.136930] pstore: Registered nvram as persistent store backend

[    1.163518] PCI: Probing PCI hardware

[    1.166206] PCI: I/O resource not set for host bridge /pciex@3fffe40000000 (domain 0)

[    1.173192] PCI host bridge to bus 0000:00

[    1.177304] pci_bus 0000:00: root bus resource [mem 0x3fe000000000-0x3fe07ffeffff] (bus address [0x80000000-0xfffeffff])

[    1.188392] pci_bus 0000:00: root bus resource [mem 0x3b0010000000-0x3b0fffffffff 64bit pref]

[    1.196723] pci_bus 0000:00: root bus resource [bus 00-ff]

[    1.205183] pci 0000:01:00.0: VF(n) BAR2 space: [mem 0x00000000-0x0fffffff 64bit pref] (contains BAR2 for 8 VFs)

[    1.214139] pci 0000:01:00.0: VF BAR2: [mem 0x00000000-0x1ffffffff 64bit pref] (expanded to 256 VFs for PE alignment)

[    1.224580] pci 0000:00:00.0: PCI bridge to [bus 01]

[    1.230154] PCI: I/O resource not set for host bridge /pciex@3fffe40100000 (domain 1)

[    1.237040] PCI host bridge to bus 0001:00

[    1.241143] pci_bus 0001:00: root bus resource [mem 0x3fe080000000-0x3fe0fffeffff] (bus address [0x80000000-0xfffeffff])

[    1.252233] pci_bus 0001:00: root bus resource [mem 0x3b1010000000-0x3b1fffffffff 64bit pref]

[    1.260564] pci_bus 0001:00: root bus resource [bus 00-ff]

[    1.266741] pci 0001:00:00.0: PCI bridge to [bus 01-07]

[    1.273088] pci 0001:01:00.0: PCI bridge to [bus 02-07]

[    1.277880] pci 0001:02:01.0: PCI bridge to [bus 03]

[    1.281829] pci 0001:02:02.0: PCI bridge to [bus 04]

[    1.287340] pci 0001:02:03.0: PCI bridge to [bus 05-06]

[    1.291543] pci 0001:05:00.0: PCI bridge to [bus 06]

[    1.297552] pci 0001:02:04.0: PCI bridge to [bus 07]

[    1.302319] PCI: I/O resource not set for host bridge /pciex@3fffe40200000 (domain 2)

[    1.309143] PCI host bridge to bus 0002:00

[    1.313248] pci_bus 0002:00: root bus resource [mem 0x3fe100000000-0x3fe17ffeffff] (bus address [0x80000000-0xfffeffff])

[    1.324343] pci_bus 0002:00: root bus resource [mem 0x3b2010000000-0x3b2fffffffff 64bit pref]

[    1.332663] pci_bus 0002:00: root bus resource [bus 00-ff]

[    1.340797] pci 0002:00:00.0: PCI bridge to [bus 01]

[    1.344945] PCI: I/O resource not set for host bridge /pciex@3fffe41000000 (domain 3)

[    1.351849] PCI host bridge to bus 0003:00

[    1.355955] pci_bus 0003:00: root bus resource [mem 0x3fe800000000-0x3fe87ffeffff] (bus address [0x80000000-0xfffeffff])

[    1.367051] pci_bus 0003:00: root bus resource [mem 0x3c0010000000-0x3c0fffffffff 64bit pref]

[    1.375374] pci_bus 0003:00: root bus resource [bus 00-ff]

[    1.381207] pci 0003:00:00.0: PCI bridge to [bus 01]

[    1.386495] PCI: I/O resource not set for host bridge /pciex@3fffe41100000 (domain 4)

[    1.393454] PCI host bridge to bus 0004:00

[    1.397547] pci_bus 0004:00: root bus resource [mem 0x3fe880000000-0x3fe8fffeffff] (bus address [0x80000000-0xfffeffff])

[    1.408650] pci_bus 0004:00: root bus resource [mem 0x3c1010000000-0x3c1fffffffff 64bit pref]

[    1.416976] pci_bus 0004:00: root bus resource [bus 00-ff]

[    1.423120] pci 0004:00:00.0: PCI bridge to [bus 01]

[    1.428122] PCI: I/O resource not set for host bridge /pciex@3fffe41200000 (domain 5)

[    1.435051] PCI host bridge to bus 0005:00

[    1.439154] pci_bus 0005:00: root bus resource [mem 0x3fe900000000-0x3fe97ffeffff] (bus address [0x80000000-0xfffeffff])

[    1.450250] pci_bus 0005:00: root bus resource [mem 0x3c2010000000-0x3c2fffffffff 64bit pref]

[    1.458571] pci_bus 0005:00: root bus resource [bus 00-ff]

[    1.464396] pci 0005:00:00.0: PCI bridge to [bus 01]

[    1.469949] pci 0000:00:00.0: BAR 15: assigned [mem 0x3b0200000000-0x3b05ffffffff 64bit pref]

[    1.477986] pci 0000:00:00.0: BAR 14: assigned [mem 0x3fe000000000-0x3fe0007fffff]

[    1.484927] pci 0000:01:00.0: BAR 9: assigned [mem 0x3b0200000000-0x3b03ffffffff 64bit pref]

[    1.493378] pci 0000:01:00.0: BAR 2: assigned [mem 0x3b0400000000-0x3b0401ffffff 64bit pref]

[    1.501695] pci 0000:01:00.0: BAR 0: assigned [mem 0x3fe000000000-0x3fe0000fffff 64bit]

[    1.510007] pci 0000:01:00.0: BAR 6: assigned [mem 0x3fe000100000-0x3fe0001fffff pref]

[    1.518189] pci 0000:00:00.0: PCI bridge to [bus 01]

[    1.522368] pci 0000:00:00.0:   bridge window [mem 0x3fe000000000-0x3fe0007fffff]

[    1.530669] pci 0000:00:00.0:   bridge window [mem 0x3b0200000000-0x3b05ffffffff 64bit pref]

[    1.539119] pci 0001:00:00.0: BAR 15: assigned [mem 0x3b1010000000-0x3b101fffffff 64bit pref]

[    1.547315] pci 0001:00:00.0: BAR 14: assigned [mem 0x3fe080000000-0x3fe0837fffff]

[    1.554255] pci 0001:00:00.0: BAR 13: no space for [io  size 0x2000]

[    1.561173] pci 0001:00:00.0: BAR 13: failed to assign [io  size 0x2000]

[    1.568110] pci 0001:01:00.0: BAR 15: assigned [mem 0x3b1010000000-0x3b101fffffff 64bit pref]

[    1.576431] pci 0001:01:00.0: BAR 14: assigned [mem 0x3fe080000000-0x3fe082ffffff]

[    1.583372] pci 0001:01:00.0: BAR 0: assigned [mem 0x3fe083000000-0x3fe08303ffff]

[    1.591684] pci 0001:01:00.0: BAR 13: no space for [io  size 0x2000]

[    1.597238] pci 0001:01:00.0: BAR 13: failed to assign [io  size 0x2000]

[    1.604161] pci 0001:02:04.0: BAR 15: assigned [mem 0x3b1010000000-0x3b101fffffff 64bit pref]

[    1.612495] pci 0001:02:01.0: BAR 14: assigned [mem 0x3fe080000000-0x3fe0807fffff]

[    1.619420] pci 0001:02:02.0: BAR 14: assigned [mem 0x3fe080800000-0x3fe080ffffff]

[    1.627732] pci 0001:02:03.0: BAR 14: assigned [mem 0x3fe081000000-0x3fe0827fffff]

[    1.634677] pci 0001:02:04.0: BAR 14: assigned [mem 0x3fe082800000-0x3fe082ffffff]

[    1.642988] pci 0001:02:01.0: BAR 13: no space for [io  size 0x1000]

[    1.648537] pci 0001:02:01.0: BAR 13: failed to assign [io  size 0x1000]

[    1.655467] pci 0001:02:03.0: BAR 13: no space for [io  size 0x1000]

[    1.662390] pci 0001:02:03.0: BAR 13: failed to assign [io  size 0x1000]

[    1.669332] pci 0001:03:00.0: BAR 6: assigned [mem 0x3fe080000000-0x3fe08000ffff pref]

[    1.676277] pci 0001:03:00.0: BAR 5: assigned [mem 0x3fe080010000-0x3fe0800107ff]

[    1.684586] pci 0001:03:00.0: BAR 4: no space for [io  size 0x0020]

[    1.690133] pci 0001:03:00.0: BAR 4: failed to assign [io  size 0x0020]

[    1.697066] pci 0001:03:00.0: BAR 0: no space for [io  size 0x0008]

[    1.702617] pci 0001:03:00.0: BAR 0: failed to assign [io  size 0x0008]

[    1.709542] pci 0001:03:00.0: BAR 2: no space for [io  size 0x0008]

[    1.716470] pci 0001:03:00.0: BAR 2: failed to assign [io  size 0x0008]

[    1.722029] pci 0001:03:00.0: BAR 1: no space for [io  size 0x0004]

[    1.728947] pci 0001:03:00.0: BAR 1: failed to assign [io  size 0x0004]

[    1.735892] pci 0001:03:00.0: BAR 3: no space for [io  size 0x0004]

[    1.741448] pci 0001:03:00.0: BAR 3: failed to assign [io  size 0x0004]

[    1.748366] pci 0001:02:01.0: PCI bridge to [bus 03]

[    1.752544] pci 0001:02:01.0:   bridge window [mem 0x3fe080000000-0x3fe0807fffff]

[    1.760856] pci 0001:04:00.0: BAR 0: assigned [mem 0x3fe080800000-0x3fe08080ffff 64bit]

[    1.769180] pci 0001:04:00.0: BAR 2: assigned [mem 0x3fe080810000-0x3fe080811fff 64bit]

[    1.776125] pci 0001:02:02.0: PCI bridge to [bus 04]

[    1.781647] pci 0001:02:02.0:   bridge window [mem 0x3fe080800000-0x3fe080ffffff]

[    1.788607] pci 0001:05:00.0: BAR 14: assigned [mem 0x3fe081000000-0x3fe0827fffff]

[    1.796893] pci 0001:05:00.0: BAR 13: no space for [io  size 0x1000]

[    1.802453] pci 0001:05:00.0: BAR 13: failed to assign [io  size 0x1000]

[    1.809373] pci 0001:06:00.0: BAR 0: assigned [mem 0x3fe081000000-0x3fe081ffffff]

[    1.816330] pci 0001:06:00.0: BAR 1: assigned [mem 0x3fe082000000-0x3fe08201ffff]

[    1.824632] pci 0001:06:00.0: BAR 2: no space for [io  size 0x0080]

[    1.830192] pci 0001:06:00.0: BAR 2: failed to assign [io  size 0x0080]

[    1.837111] pci 0001:05:00.0: PCI bridge to [bus 06]

[    1.842661] pci 0001:05:00.0:   bridge window [mem 0x3fe081000000-0x3fe0827fffff]

[    1.849613] pci 0001:02:03.0: PCI bridge to [bus 05-06]

[    1.855146] pci 0001:02:03.0:   bridge window [mem 0x3fe081000000-0x3fe0827fffff]

[    1.862090] pci 0001:07:00.0: BAR 0: assigned [mem 0x3b1010000000-0x3b101000ffff 64bit pref]

[    1.870417] pci 0001:07:00.0: BAR 2: assigned [mem 0x3b1010010000-0x3b101001ffff 64bit pref]

[    1.878730] pci 0001:07:00.0: BAR 4: assigned [mem 0x3b1010020000-0x3b101002ffff 64bit pref]

[    1.887060] pci 0001:07:00.0: BAR 6: assigned [mem 0x3fe082800000-0x3fe08280ffff pref]

[    1.895347] pci 0001:07:00.1: BAR 0: assigned [mem 0x3b1010030000-0x3b101003ffff 64bit pref]

[    1.903699] pci 0001:07:00.1: BAR 2: assigned [mem 0x3b1010040000-0x3b101004ffff 64bit pref]

[    1.912018] pci 0001:07:00.1: BAR 4: assigned [mem 0x3b1010050000-0x3b101005ffff 64bit pref]

[    1.920340] pci 0001:07:00.1: BAR 6: assigned [mem 0x3fe082810000-0x3fe08281ffff pref]

[    1.928627] pci 0001:02:04.0: PCI bridge to [bus 07]

[    1.932804] pci 0001:02:04.0:   bridge window [mem 0x3fe082800000-0x3fe082ffffff]

[    1.941107] pci 0001:02:04.0:   bridge window [mem 0x3b1010000000-0x3b101fffffff 64bit pref]

[    1.949449] pci 0001:01:00.0: PCI bridge to [bus 02-07]

[    1.954973] pci 0001:01:00.0:   bridge window [mem 0x3fe080000000-0x3fe082ffffff]

[    1.961923] pci 0001:01:00.0:   bridge window [mem 0x3b1010000000-0x3b101fffffff 64bit pref]

[    1.970244] pci 0001:00:00.0: PCI bridge to [bus 01-07]

[    1.975784] pci 0001:00:00.0:   bridge window [mem 0x3fe080000000-0x3fe0837fffff]

[    1.982715] pci 0001:00:00.0:   bridge window [mem 0x3b1010000000-0x3b101fffffff 64bit pref]

[    1.991050] pci_bus 0001:00: Some PCI device resources are unassigned, try booting with pci=realloc

[    2.000776] pci 0002:00:00.0: BAR 15: assigned [mem 0x3b2010000000-0x3b201fffffff 64bit pref]

[    2.009069] pci 0002:00:00.0: BAR 14: assigned [mem 0x3fe100000000-0x3fe1007fffff]

[    2.015990] pci 0002:01:00.0: BAR 2: assigned [mem 0x3b2010000000-0x3b2011ffffff 64bit pref]

[    2.024469] pci 0002:01:00.0: BAR 0: assigned [mem 0x3fe100000000-0x3fe1000fffff 64bit]

[    2.032776] pci 0002:01:00.0: BAR 6: assigned [mem 0x3fe100100000-0x3fe1001fffff pref]

[    2.040946] pci 0002:00:00.0: PCI bridge to [bus 01]

[    2.045116] pci 0002:00:00.0:   bridge window [mem 0x3fe100000000-0x3fe1007fffff]

[    2.053426] pci 0002:00:00.0:   bridge window [mem 0x3b2010000000-0x3b201fffffff 64bit pref]

[    2.061782] pci 0003:00:00.0: PCI bridge to [bus 01]

[    2.065947] pci 0004:00:00.0: BAR 14: assigned [mem 0x3fe880000000-0x3fe8807fffff]

[    2.074219] pci 0004:00:00.0: BAR 13: no space for [io  size 0x1000]

[    2.079780] pci 0004:00:00.0: BAR 13: failed to assign [io  size 0x1000]

[    2.086698] pci 0004:01:00.0: BAR 3: assigned [mem 0x3fe880000000-0x3fe8800fffff 64bit]

[    2.095037] pci 0004:01:00.0: BAR 6: assigned [mem 0x3fe880100000-0x3fe8801fffff pref]

[    2.103345] pci 0004:01:00.0: BAR 1: assigned [mem 0x3fe880200000-0x3fe88020ffff 64bit]

[    2.110301] pci 0004:01:00.0: BAR 0: no space for [io  size 0x0100]

[    2.117207] pci 0004:01:00.0: BAR 0: failed to assign [io  size 0x0100]

[    2.124139] pci 0004:00:00.0: PCI bridge to [bus 01]

[    2.128312] pci 0004:00:00.0:   bridge window [mem 0x3fe880000000-0x3fe8807fffff]

[    2.136631] pci_bus 0004:00: Some PCI device resources are unassigned, try booting with pci=realloc

[    2.144973] pci 0005:00:00.0: PCI bridge to [bus 01]

[    2.150525] pci 0000:00     : [PE# 001] Secondary bus 0 associated with PE#1

[    2.157668] pci 0000:01     : [PE# 032] Secondary bus 1 associated with PE#32

[    2.165939] pci 0001:00     : [PE# 002] Secondary bus 0 associated with PE#2

[    2.171630] pci 0001:01     : [PE# 003] Secondary bus 1 associated with PE#3

[    2.178566] pci 0001:02     : [PE# 004] Secondary bus 2 associated with PE#4

[    2.185493] pci 0001:03     : [PE# 005] Secondary bus 3 associated with PE#5

[    2.192431] pci 0001:04     : [PE# 006] Secondary bus 4 associated with PE#6

[    2.199362] pci 0001:05     : [PE# 007] Secondary bus 5 associated with PE#7

[    2.206297] pci 0001:06     : [PE# 008] Secondary bus 6..6 associated with PE#8

[    2.213225] pci 0001:07     : [PE# 001] Secondary bus 7 associated with PE#1

[    2.220163] pci 0002:00     : [PE# 002] Secondary bus 0 associated with PE#2

[    2.228466] pci 0002:01     : [PE# 001] Secondary bus 1 associated with PE#1

[    2.235419] pci 0003:00     : [PE# 001] Secondary bus 0 associated with PE#1

[    2.242344] pci 0003:01     : [PE# 002] Secondary bus 1 associated with PE#2

[    2.249288] pci 0004:00     : [PE# 001] Secondary bus 0 associated with PE#1

[    2.256217] pci 0004:01     : [PE# 002] Secondary bus 1 associated with PE#2

[    2.263152] pci 0005:00     : [PE# 001] Secondary bus 0 associated with PE#1

[    2.270075] pci 0005:01     : [PE# 002] Secondary bus 1 associated with PE#2

[    2.277687] PCI: Domain 0000 has 8 available 32-bit DMA segments

[    2.282325] PCI: 1 PE# for a total weight of 10

[    2.287871] pci 0000:01     : [PE# 032] Assign DMA32 space

[    2.292039] pci 0000:01     : [PE# 032] Setting up 32-bit TCE table at 0..80000000

[    2.307248] IOMMU table initialized, virtual merging enabled

[    2.311332] pci 0000:01     : [PE# 032] Setting up window#0 0..7fffffff pg=1000

[    2.318261] pci 0000:01     : [PE# 032] Enabling 64-bit DMA bypass

[    2.325183] PCI: Domain 0001 has 8 available 32-bit DMA segments

[    2.330741] PCI: 4 PE# for a total weight of 50

[    2.334905] pci 0001:07     : [PE# 001] Assign DMA32 space

[    2.340439] pci 0001:07     : [PE# 001] Setting up 32-bit TCE table at 0..80000000

[    2.355600] pci 0001:07     : [PE# 001] Setting up window#0 0..7fffffff pg=1000

[    2.361068] pci 0001:07     : [PE# 001] Enabling 64-bit DMA bypass

[    2.366609] pci 0001:03     : [PE# 005] Assign DMA32 space

[    2.372149] pci 0001:03     : [PE# 005] Setting up 32-bit TCE table at 0..80000000

[    2.387381] pci 0001:03     : [PE# 005] Setting up window#0 0..7fffffff pg=1000

[    2.392842] pci 0001:03     : [PE# 005] Enabling 64-bit DMA bypass

[    2.398393] pci 0001:04     : [PE# 006] Assign DMA32 space

[    2.403926] pci 0001:04     : [PE# 006] Setting up 32-bit TCE table at 0..80000000

[    2.419174] pci 0001:04     : [PE# 006] Setting up window#0 0..7fffffff pg=1000

[    2.424640] pci 0001:04     : [PE# 006] Enabling 64-bit DMA bypass

[    2.430186] pci 0001:06     : [PE# 008] Assign DMA32 space

[    2.435728] pci 0001:06     : [PE# 008] Setting up 32-bit TCE table at 0..80000000

[    2.450973] pci 0001:06     : [PE# 008] Setting up window#0 0..7fffffff pg=1000

[    2.456445] pci 0001:06     : [PE# 008] Enabling 64-bit DMA bypass

[    2.461980] PCI: Domain 0002 has 8 available 32-bit DMA segments

[    2.468910] PCI: 1 PE# for a total weight of 10

[    2.473084] pci 0002:01     : [PE# 001] Assign DMA32 space

[    2.478608] pci 0002:01     : [PE# 001] Setting up 32-bit TCE table at 0..80000000

[    2.492484] pci 0002:01     : [PE# 001] Setting up window#0 0..7fffffff pg=1000

[    2.499335] pci 0002:01     : [PE# 001] Enabling 64-bit DMA bypass

[    2.504878] PCI: Domain 0003 has 8 available 32-bit DMA segments

[    2.510431] PCI: 0 PE# for a total weight of 0

[    2.515964] PCI: Domain 0004 has 8 available 32-bit DMA segments

[    2.521521] PCI: 1 PE# for a total weight of 15

[    2.525683] pci 0004:01     : [PE# 002] Assign DMA32 space

[    2.531220] pci 0004:01     : [PE# 002] Setting up 32-bit TCE table at 0..80000000

[    2.546460] pci 0004:01     : [PE# 002] Setting up window#0 0..7fffffff pg=1000

[    2.551980] pci 0004:01     : [PE# 002] Enabling 64-bit DMA bypass

[    2.557465] PCI: Domain 0005 has 8 available 32-bit DMA segments

[    2.564392] PCI: 0 PE# for a total weight of 0

[    2.570898] EEH: PCI Enhanced I/O Error Handling Enabled

[    2.577509] powernv-rng: Registering arch random hook.

[    2.588758] vgaarb: device added: PCI:0001:06:00.0,decodes=io+mem,owns=none,locks=none

[    2.595608] vgaarb: loaded

[    2.598373] vgaarb: bridge control possible 0001:06:00.0

[    2.604292] SCSI subsystem initialized

[    2.607140] usbcore: registered new interface driver usbfs

[    2.612245] usbcore: registered new interface driver hub

[    2.618266] usbcore: registered new device driver usb

[    2.624324] NetLabel: Initializing

[    2.626110] NetLabel:  domain hash size = 128

[    2.630277] NetLabel:  protocols = UNLABELED CIPSOv4

[    2.635824] NetLabel:  unlabeled traffic allowed by default

[    2.642236] clocksource: Switched to clocksource timebase

[    2.666257] NET: Registered protocol family 2

[    2.669751] TCP established hash table entries: 524288 (order: 6, 4194304 bytes)

[    2.677425] TCP bind hash table entries: 65536 (order: 4, 1048576 bytes)

[    2.683063] TCP: Hash tables configured (established 524288 bind 65536)

[    2.689884] UDP hash table entries: 65536 (order: 5, 2097152 bytes)

[    2.695786] UDP-Lite hash table entries: 65536 (order: 5, 2097152 bytes)

[    2.703603] NET: Registered protocol family 1

[    2.706709] Unpacking initramfs...

[   12.423513] Freeing initrd memory: 39360K (c000000002fc0000 - c000000005630000)

[   12.423950] rtas_flash: no firmware flash support

[   12.445913] futex hash table entries: 65536 (order: 7, 8388608 bytes)

[   12.446949] audit: initializing netlink subsys (disabled)

[   12.447052] audit: type=2000 audit(12.020:1): initialized

[   12.447646] HugeTLB registered 1 MB page size, pre-allocated 0 pages

[   12.447748] HugeTLB registered 16 MB page size, pre-allocated 0 pages

[   12.447810] HugeTLB registered 16 GB page size, pre-allocated 0 pages

[   12.450894] zpool: loaded

[   12.450960] zbud: loaded

[   12.451592] VFS: Disk quotas dquot_6.6.0

[   12.451992] VFS: Dquot-cache hash table entries: 8192 (order 0, 65536 bytes)

[   12.461276] Key type big_key registered

[   12.471284] NET: Registered protocol family 38

[   12.474004] Block layer SCSI generic (bsg) driver version 0.4 loaded (major 252)

[   12.481268] io scheduler noop registered

[   12.485057] io scheduler deadline registered

[   12.489506] io scheduler cfq registered (default)

[   12.493508] pci_hotplug: PCI Hot Plug PCI Core version: 0.5

[   12.499106] hvc0: raw protocol on /ibm,opal/consoles/serial@0 (boot console)

[   12.507613] Serial: 8250/16550 driver, 4 ports, IRQ sharing enabled

[   12.513298] Linux agpgart interface v0.103

[   12.518556] ahci 0001:03:00.0: SSS flag set, parallel bus scan disabled

[   12.524026] ahci 0001:03:00.0: Using 64-bit DMA iommu bypass

[   12.542058] ahci 0001:03:00.0: AHCI 0001.0000 32 slots 4 ports 6 Gbps 0xf impl SATA mode

[   12.548899] ahci 0001:03:00.0: flags: 64bit ncq sntf stag led only pmp fbs pio slum part sxs 

[   12.558007] scsi host0: ahci

[   12.560211] scsi host1: ahci

[   12.562965] scsi host2: ahci

[   12.565741] scsi host3: ahci

[   12.568391] ata1: SATA max UDMA/133 abar m2048@0x3fe080010000 port 0x3fe080010100 irq 505

[   12.576630] ata2: SATA max UDMA/133 abar m2048@0x3fe080010000 port 0x3fe080010180 irq 505

[   12.584949] ata3: SATA max UDMA/133 abar m2048@0x3fe080010000 port 0x3fe080010200 irq 505

[   12.593267] ata4: SATA max UDMA/133 abar m2048@0x3fe080010000 port 0x3fe080010280 irq 505

[   12.600348] libphy: Fixed MDIO Bus: probed

[   12.604497] xhci_hcd 0001:04:00.0: xHCI Host Controller

[   12.610008] xhci_hcd 0001:04:00.0: new USB bus registered, assigned bus number 1

[   12.616942] xhci_hcd 0001:04:00.0: Using 64-bit DMA iommu bypass

[   12.623840] xhci_hcd 0001:04:00.0: hcc params 0x0270f06d hci version 0x96 quirks 0x00000000

[   12.632401] usb usb1: New USB device found, idVendor=1d6b, idProduct=0002

[   12.639020] usb usb1: New USB device strings: Mfr=3, Product=2, SerialNumber=1

[   12.645972] usb usb1: Product: xHCI Host Controller

[   12.650131] usb usb1: Manufacturer: Linux 4.2.0-0.rc5.git0.2.fc23.ppc64le xhci-hcd

[   12.658438] usb usb1: SerialNumber: 0001:04:00.0

[   12.662803] hub 1-0:1.0: USB hub found

[   12.666772] hub 1-0:1.0: 4 ports detected

[   12.671105] xhci_hcd 0001:04:00.0: xHCI Host Controller

[   12.675147] xhci_hcd 0001:04:00.0: new USB bus registered, assigned bus number 2

[   12.683438] usb usb2: We don't know the algorithms for LPM for this host, disabling LPM.

[   12.691748] usb usb2: New USB device found, idVendor=1d6b, idProduct=0003

[   12.697275] usb usb2: New USB device strings: Mfr=3, Product=2, SerialNumber=1

[   12.705580] usb usb2: Product: xHCI Host Controller

[   12.709752] usb usb2: Manufacturer: Linux 4.2.0-0.rc5.git0.2.fc23.ppc64le xhci-hcd

[   12.718068] usb usb2: SerialNumber: 0001:04:00.0

[   12.722395] hub 2-0:1.0: USB hub found

[   12.726394] hub 2-0:1.0: 4 ports detected

[   12.729373] ehci_hcd: USB 2.0 'Enhanced' Host Controller (EHCI) Driver

[   12.736115] ehci-pci: EHCI PCI platform driver

[   12.740278] ohci_hcd: USB 1.1 'Open' Host Controller (OHCI) Driver

[   12.747205] ohci-pci: OHCI PCI platform driver

[   12.751367] uhci_hcd: USB Universal Host Controller Interface driver

[   12.756973] usbcore: registered new interface driver usbserial

[   12.763835] usbcore: registered new interface driver usbserial_generic

[   12.769395] usbserial: USB Serial support registered for generic

[   12.776487] mousedev: PS/2 mouse device common for all mice

[   12.782843] device-mapper: uevent: version 1.0.3

[   12.786365] device-mapper: ioctl: 4.32.0-ioctl (2015-6-26) initialised: dm-devel@redhat.com
[   12.799363] hidraw: raw HID events driver (C) Jiri Kosina

[   12.803505] usbcore: registered new interface driver usbhid

[   12.808972] usbhid: USB HID core driver

[   12.813618] drop_monitor: Initializing network drop monitor service

[   12.818863] ip_tables: (C) 2000-2006 Netfilter Core Team

[   12.825176] Initializing XFRM netlink socket

[   12.829470] NET: Registered protocol family 10

[   12.833448] mip6: Mobile IPv6

[   12.835331] NET: Registered protocol family 17

[   12.839874] registered taskstats version 1

[   12.843666] zswap: loading zswap

[   12.847802] zswap: using zbud pool

[   12.850589] zswap: using lzo compressor

[   12.855445] hctosys: unable to open rtc device (rtc0)

[   13.052065] usb 2-3: new SuperSpeed USB device number 2 using xhci_hcd

[   13.075560] usb 2-3: New USB device found, idVendor=1f75, idProduct=0917

[   13.081008] usb 2-3: New USB device strings: Mfr=1, Product=2, SerialNumber=3

[   13.087959] usb 2-3: Product: USB DISK

[   13.092105] usb 2-3: Manufacturer:  

[   13.094885] usb 2-3: SerialNumber: 14120996000004

[   13.142091] ata1: SATA link up 6.0 Gbps (SStatus 133 SControl 300)

[   13.180453] ata1.00: ATA-9: INTEL SSDMCEAW240A4, DC33, max UDMA/133

[   13.185912] ata1.00: 468862128 sectors, multi 16: LBA48 NCQ (depth 31/32), AA

[   13.217099] ata1.00: configured for UDMA/133

[   13.220182] scsi 0:0:0:0: Direct-Access     ATA      INTEL SSDMCEAW24 DC33 PQ: 0 ANSI: 5

[   13.228516] sd 0:0:0:0: [sda] 468862128 512-byte logical blocks: (240 GB/223 GiB)

[   13.228552] sd 0:0:0:0: Attached scsi generic sg0 type 0

[   13.240676] sd 0:0:0:0: [sda] Write Protect is off

[   13.244777] sd 0:0:0:0: [sda] Write cache: enabled, read cache: enabled, doesn't support DPO or FUA

[   13.255182]  sda: sda1 sda2 sda3

[   13.257771] sd 0:0:0:0: [sda] Attached SCSI disk

[   13.572014] ata2: SATA link down (SStatus 0 SControl 300)

[   13.922013] ata3: SATA link down (SStatus 0 SControl 300)

[   14.272015] ata4: SATA link down (SStatus 0 SControl 300)

[   14.275272] Freeing unused kernel memory: 5184K (c000000000c80000 - c000000001190000)

[   14.290669] systemd[1]: systemd 222 running in system mode. (+PAM +AUDIT +SELINUX +IMA -APPARMOR +SMACK +SYSVINIT +UTMP +LIBCRYPTSETUP +G

CRYPT +GNUTLS +ACL +XZ -LZ4 -SECCOMP +BLKID +ELFUTILS +KMOD +IDN)

[   14.306324] systemd[1]: Detected architecture ppc64-le.

[   14.309993] systemd[1]: Running in initial RAM disk.

Welcome to Fedora 23 (Twenty Three) dracut-043-40.git20150710.fc23.2 (Initramfs)!

[   14.492129] systemd[1]: No hostname configured.

[   14.496069] systemd[1]: Set hostname to <localhost>.

[   14.501623] systemd[1]: Initializing machine ID from random generator.

[  OK  ] Reached target Swap.

[   14.556399] systemd[1]: Reached target Swap.

[   14.560275] systemd[1]: Starting Swap.

[  OK  ] Reached target Local File Systems.

[   14.682138] systemd[1]: Reached target Local File Systems.

[   14.686063] systemd[1]: Starting Local File Systems.

[  OK  ] Reached target Timers.

[   14.742158] systemd[1]: Reached target Timers.

[   14.747453] systemd[1]: Starting Timers.

[  OK  ] Reached target Encrypted Volumes.

[   14.862113] systemd[1]: Reached target Encrypted Volumes.

[   14.866064] systemd[1]: Starting Encrypted Volumes.

[  OK  ] Created slice -.s[   14.932032] systemd[1]: Created slice -.slice.

[   14.934740] systemd[1]: Starting -.slice.

lice.

[  OK  ] Listening on Journal Audit Socket.

[   15.052164] systemd[1]: Listening on Journal Audit Socket.

[   15.057457] systemd[1]: Starting Journal Audit Socket.

[  OK  ] Listening on udev Control Socket.

[   15.182116] systemd[1]: Listening on udev Control Socket.

[   15.186069] systemd[1]: Starting udev Control Socket.

[  OK  ] Listening on Journal Socket.[   15.252029] systemd[1]: Listening on Journal Socket.

[   15.256115] systemd[1]: Starting Journal Socket.

[  OK  ] Listening on udev Kernel Socket.

[   15.372126] systemd[1]: Listening on udev Kernel Socket.

[   15.376084] systemd[1]: Starting udev Kernel Socket.

[  OK  ] Created slice Sys[   15.442030] systemd[1]: Created slice System Slice.

[   15.446106] systemd[1]: Starting System Slice.

[   15.451114] systemd[1]: Starting Create list of required static device nodes for the current kernel...

tem Slice.

         Starting Create list of required st... nodes for the curr[   15.582077] systemd[1]: Started dracut ask for additional cmdline param

eters.

[   15.589050] systemd[1]: Started Load Kernel Modules.

[   15.593989] systemd[1]: Starting Apply Kernel Variables...

ent kernel...

         Starting Apply Kernel Variables...

[   15.712932] systemd[1]: Starting dracut cmdline hook...

         Starting dracut cmdline hook...

[  OK  ] Reached target Sl[   15.842036] systemd[1]: Reached target Slices.

[   15.846121] systemd[1]: Starting Slices.

ices.

[  OK  ] Listening on Journal Socket (/dev/log).[   15.972118] systemd[1]: Listening on Journal Socket (/dev/log).

[   15.977598] systemd[1]: Starting Journal Socket (/dev/log).

[   15.983922] systemd[1]: Starting Journal Service...

         Starting Journal Service...

[   15.624233] dracut-cmdline[1298]: dracut-23 (Twenty Three) dracut-043-40.git20150710.fc23.2

[  OK  ] Reached target Sockets.

[   16.232168] systemd[1]: Reached target Sockets.

[   16.237461] systemd[1]: Starting Sockets.

[   16.241178] systemd[1]: Starting Device-Mapper Multipath Device Controller...

[   16.251953] device-mapper: multipath: version 1.9.0 loaded

[   15.750471] dracut-cmdline[1298]: Using kernel command line parameters:

         Starting Device-Mapper Multipath Device Controller...

[   15.940511] [   16.482240] systemd[1]: Started Dispatch Password Requests to Console Directory Watch.

[   16.490234] systemd[1]: Starting Dispatch Password Requests to Console Directory Watch.

dracut-cmdline[1298]: rd.driver.pre=scsi_dh_alua rd.driver.pre=scsi_dh_emc rd.driver.pre=scsi_dh_rdac ro

[  OK  ] Reached target Pa[   16.732207] systemd[1]: Reached target Paths.

[   16.737455] systemd[1]: Starting Paths.

ths.

[   16.250441] dracut-cmdline[1298]: Warning: .buildstamp missing

[  OK  ] Started Journal Service.

[   16.942124] systemd[1]: Started Journal Service.

[   16.946152] audit: type=1130 audit(16.510:2): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=kernel msg='unit=systemd-journald comm="sys

temd" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

[   16.430470] dracut-cmdline[1298]: rd.luks=0: removing cryptoluks activation

[  OK  ] Started Create list of required sta...ce nodes for the current kernel.

[   16.660463] [   17.262186] audit: type=1130 audit(16.840:3): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=kernel msg='unit=kmod-static

-nodes comm="systemd" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

dracut-cmdline[1298]: rd.lvm=0: removing LVM activation

[  OK  ] Started Apply Ker[   17.462083] audit: type=1130 audit(17.030:4): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=kernel msg='unit=

systemd-sysctl comm="systemd" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

nel Variables.

[  OK  ] Started dracut cmdline hook.

[   17.592169] audit: type=1130 audit(17.160:5): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=kernel msg='unit=dracut-cmdline comm="syste

md" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

[  OK  ] Started Device-Mapper Multipath Device Controller.

[   17.732164] audit: type=1130 audit(17.300:6): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=kernel msg='unit=multipathd comm="systemd" 

exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

         Starting dracut pre-udev hook...

         [   17.792768] squashfs: version 4.0 (2009/01/31) Phillip Lougher

[   17.800348] Loading iSCSI transport class v2.0-870.

[   17.806423] iscsi: registered transport (tcp)

[   17.811038] alua: device handler registered

[   17.815564] emc: device handler registered

[   17.819934] hp_sw: device handler registered

[   17.824417] rdac: device handler registered

Starting Create Static Device Nodes in /dev...

[  OK  ] Started Create Static Device Nodes[   17.942100] audit: type=1130 audit(17.520:7): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=

kernel msg='unit=systemd-tmpfiles-setup-dev comm="systemd" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

 in /dev.

[   17.946843] md: raid0 personality registered for level 0

[   17.949097] md: raid1 personality registered for level 1

[   18.112004] raid6: altivecx1 gen()  5139 MB/s

[   18.281999] raid6: altivecx2 gen()  8787 MB/s

[   18.451998] raid6: altivecx4 gen() 12601 MB/s

[   18.622003] raid6: altivecx8 gen()  9105 MB/s

[   18.792023] raid6: int64x1  gen()  2208 MB/s

[   18.962010] raid6: int64x1  xor()   773 MB/s

[   19.131998] raid6: int64x2  gen()  4407 MB/s

[   19.301997] raid6: int64x2  xor()  1404 MB/s

[   19.472005] raid6: int64x4  gen()  5938 MB/s

[   19.642015] raid6: int64x4  xor()  1234 MB/s

[   19.812009] raid6: int64x8  gen()  1706 MB/s

[   19.982000] raid6: int64x8  xor()   846 MB/s

[   19.984684] raid6: using algorithm altivecx4 gen() 12601 MB/s

[   19.990232] raid6: using intx1 recovery algorithm

[   19.994784] async_tx: api initialized (async)

[   19.998730] xor: measuring software checksum speed

[   20.102000]    8regs     :  9331.200 MB/sec

[   20.201999]    8regs_prefetch:  8352.000 MB/sec

[   20.301999]    32regs    :  9932.800 MB/sec

[   20.401996]    32regs_prefetch:  9036.800 MB/sec

[   20.501999]    altivec   : 13619.200 MB/sec

[   20.504670] xor: using function: altivec (13619.200 MB/sec)

[   20.512655] md: raid6 personality registered for level 6

[   20.516066] md: raid5 personality registered for level 5

[   20.521607] md: raid4 personality registered for level 4

[   20.532791] md: raid10 personality registered for level 10

[   20.538610] md: linear personality registered for level -1

[   20.551916] device-mapper: multipath round-robin: version 1.0.0 loaded

[   20.583481] RPC: Registered named UNIX socket transport module.

[   20.588941] RPC: Registered udp transport module.

[   20.593121] RPC: Registered tcp transport module.

[   20.597271] RPC: Registered tcp NFSv4.1 backchannel transport module.

[  OK  ] Started dracut pr[   20.822085] audit: type=1130 audit(20.400:8): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=kernel msg='unit=

dracut-pre-udev comm="systemd" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

e-udev hook.

         Starting udev Kernel Device Manager...

[  OK  ] Started udev Kernel Device Manager.

[   21.032187] audit: type=1130 audit(20.600:9): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=kernel msg='unit=systemd-udevd comm="system

d" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

         Starting dracut pre-trigger hook...

[   20.647644] dracut-pre-trigger[1641]: rd.dm=0: removing DM RAID activation

[  OK  ] Started dracut pre-trigger hook.

[   21.323425] audit: type=1130 audit(20.890:10): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=kernel msg='unit=dracut-pre-trigger comm="

systemd" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

[   20.840527] dracut-pre-trigger[1641]: rd.md.imsm=0: no MD RAID for imsm/isw raids

         Starting udev Coldplug all Devices...

[   21.010333] dracut-pre-trigger[1641]: rd.md.ddf=0: no MD RAID for SNIA ddf raids

         [   21.738969] mlx4_core: Mellanox ConnectX core driver v2.2-1 (Feb, 2014)

[   21.743040] mlx4_core: Initializing 0000:01:00.0

[   21.746813] pps_core: LinuxPPS API ver. 1 registered

[   21.746814] pps_core: Software ver. 5.3.6 - Copyright 2005-2007 Rodolfo Giometti <giometti@linux.it>

[   21.747209] PTP clock support registered

[   21.751905] usb-storage 2-3:1.0: USB Mass Storage device detected

[   21.752221] scsi host4: usb-storage 2-3:1.0

[   21.752519] usbcore: registered new interface driver usb-storage

[   21.753371] usbcore: registered new interface driver uas

[   21.754789] megasas: 06.807.10.00-rc1

[   21.754857] megaraid_sas 0004:01:00.0: Using 64-bit DMA iommu bypass

[   21.754860] megaraid_sas 0004:01:00.0: Using 32-bit DMA via iommu

[   21.754863] megaraid_sas 0004:01:00.0: set 32bit DMA maskand 32 bit consistent mask

[   21.755420] megasas: Waiting for FW to come to ready state

[   21.772011] megasas: FW now in Ready state

[   21.774822] megaraid_sas 0004:01:00.0: firmware supports msix        : (96)

[   21.774826] megaraid_sas 0004:01:00.0: current msix/online cpus      : (96/160)

[   21.802017] megasas:IOC Init cmd success

[   21.832022] megaraid_sas 0004:01:00.0: firmware type : Legacy(64 VD) firmware

[   21.832026] megaraid_sas 0004:01:00.0: controller type       : MR(1024MB)

[   21.851264] mlx4_core 0000:01:00.0: Using 64-bit DMA iommu bypass

[   21.856749] tg3.c:v3.137 (May 11, 2014)

[   21.862137] megasas: INIT adapter done

[   21.863828] megaraid_sas 0004:01:00.0: pci id                : (0x1000)/(0x005d)/(0x1000)/(0x9361)

[   21.871990] megaraid_sas 0004:01:00.0: unevenspan support    : no

[   21.877561] megaraid_sas 0004:01:00.0: disable ocr           : no

[   21.879614] tg3 0001:07:00.0: Using 64-bit DMA iommu bypass

[   21.880310] tg3 0001:07:00.0 eth0: Tigon3 [partno(BCM95720) rev 5720000] (PCI Express) MAC address 00:01:6c:80:00:82

[   21.880313] tg3 0001:07:00.0 eth0: attached PHY is 5720C (10/100/1000Base-T Ethernet) (WireSpeed[1], EEE[1])

[   21.880315] tg3 0001:07:00.0 eth0: RXcsums[1] LinkChgREG[0] MIirq[0] ASF[1] TSOcap[1]

[   21.880317] tg3 0001:07:00.0 eth0: dma_rwctrl[00000000] dma_mask[64-bit]

[   21.908995] tg3 0001:07:00.1: Using 64-bit DMA iommu bypass

[   21.909710] tg3 0001:07:00.1 eth1: Tigon3 [partno(BCM95720) rev 5720000] (PCI Express) MAC address 00:01:6c:80:00:83

[   21.909712] tg3 0001:07:00.1 eth1: attached PHY is 5720C (10/100/1000Base-T Ethernet) (WireSpeed[1], EEE[1])

[   21.909714] tg3 0001:07:00.1 eth1: RXcsums[1] LinkChgREG[0] MIirq[0] ASF[1] TSOcap[1]

[   21.909716] tg3 0001:07:00.1 eth1: dma_rwctrl[00000000] dma_mask[64-bit]

[   21.920944] tg3 0001:07:00.0 enP1p7s0f0: renamed from eth0

[   21.969047] megaraid_sas 0004:01:00.0: firmware crash dump   : no

[   21.969049] megaraid_sas 0004:01:00.0: secure jbod           : no

[   21.969054] scsi host5: Avago SAS based MegaRAID driver

[   21.987894] scsi 5:0:23:0: Enclosure         FOXCONN  Barreleye        1002 PQ: 0 ANSI: 5

[   22.012782] tg3 0001:07:00.1 enP1p7s0f1: renamed from eth1

[   22.020196] scsi 5:2:0:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.025922] scsi 5:2:1:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.034203] scsi 5:2:2:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.042506] scsi 5:2:3:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.050835] scsi 5:2:4:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.059160] scsi 5:2:5:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.066097] scsi 5:2:6:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.074415] scsi 5:2:7:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.082728] scsi 5:2:8:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.091056] scsi 5:2:9:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.099372] scsi 5:2:10:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.107695] scsi 5:2:11:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.114636] scsi 5:2:12:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.122923] scsi 5:2:13:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.131257] scsi 5:2:14:0: Direct-Access     LSI      MR9361-8i        4.23 PQ: 0 ANSI: 5

[   22.163073] scsi 5:0:23:0: Attached scsi generic sg1 type 13

[   22.166073] sd 5:2:0:0: Attached scsi generic sg2 type 0

[   22.166173] sd 5:2:0:0: [sdb] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.166280] sd 5:2:0:0: [sdb] Write Protect is off

[   22.166329] sd 5:2:0:0: [sdb] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.192397] sd 5:2:1:0: Attached scsi generic sg3 type 0

[   22.192485] sd 5:2:1:0: [sdc] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.192565] sd 5:2:1:0: [sdc] Write Protect is off

[   22.192615] sd 5:2:1:0: [sdc] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.220104] sd 5:2:2:0: Attached scsi generic sg4 type 0

[   22.220161] sd 5:2:2:0: [sdd] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.220239] sd 5:2:2:0: [sdd] Write Protect is off

[   22.220287] sd 5:2:2:0: [sdd] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.246427] sd 5:2:3:0: Attached scsi generic sg5 type 0

[   22.246478] sd 5:2:3:0: [sde] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.246566] sd 5:2:3:0: [sde] Write Protect is off

[   22.246621] sd 5:2:3:0: [sde] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.272788] sd 5:2:4:0: Attached scsi generic sg6 type 0

[   22.272837] sd 5:2:4:0: [sdf] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.272913] sd 5:2:4:0: [sdf] Write Protect is off

[   22.272963] sd 5:2:4:0: [sdf] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.299225] sd 5:2:5:0: Attached scsi generic sg7 type 0

[   22.299256] sd 5:2:5:0: [sdg] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.299344] sd 5:2:5:0: [sdg] Write Protect is off

[   22.299398] sd 5:2:5:0: [sdg] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.326905] sd 5:2:6:0: [sdh] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.326917] sd 5:2:6:0: Attached scsi generic sg8 type 0

[   22.327253] sd 5:2:7:0: Attached scsi generic sg9 type 0

[   22.327276] sd 5:2:7:0: [sdi] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.327364] sd 5:2:7:0: [sdi] Write Protect is off

[   22.327423] sd 5:2:7:0: [sdi] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.327583] sd 5:2:8:0: [sdj] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.327599] sd 5:2:8:0: Attached scsi generic sg10 type 0

[   22.327664] sd 5:2:8:0: [sdj] Write Protect is off

[   22.327718] sd 5:2:8:0: [sdj] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.328003] sd 5:2:9:0: Attached scsi generic sg11 type 0

[   22.328326] sd 5:2:10:0: Attached scsi generic sg12 type 0

[   22.328660] sd 5:2:11:0: Attached scsi generic sg13 type 0

[   22.328980] sd 5:2:12:0: Attached scsi generic sg14 type 0

[   22.329309] sd 5:2:13:0: Attached scsi generic sg15 type 0

[   22.329621] sd 5:2:14:0: Attached scsi generic sg16 type 0

[   22.333025] sd 5:2:9:0: [sdk] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.333033] sd 5:2:10:0: [sdl] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.333036] sd 5:2:12:0: [sdn] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.333043] sd 5:2:13:0: [sdo] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.333053] sd 5:2:11:0: [sdm] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.333056] sd 5:2:14:0: [sdp] 1874329600 512-byte logical blocks: (959 GB/893 GiB)

[   22.333203] sd 5:2:9:0: [sdk] Write Protect is off

[   22.333206] sd 5:2:10:0: [sdl] Write Protect is off

[   22.333218] sd 5:2:12:0: [sdn] Write Protect is off

[   22.333222] sd 5:2:13:0: [sdo] Write Protect is off

[   22.333235] sd 5:2:14:0: [sdp] Write Protect is off

[   22.333237] sd 5:2:11:0: [sdm] Write Protect is off

[   22.333325] sd 5:2:9:0: [sdk] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.333362] sd 5:2:12:0: [sdn] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.333377] sd 5:2:13:0: [sdo] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.333381] sd 5:2:10:0: [sdl] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.333387] sd 5:2:14:0: [sdp] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.333394] sd 5:2:11:0: [sdm] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

[   22.555461] sd 5:2:6:0: [sdh] Write Protect is off

[   22.559606] sd 5:2:6:0: [sdh] Write cache: disabled, read cache: enabled, doesn't support DPO or FUA

Mounting Configuration File System...

[   21.280220] dracut-pre-trigger[1641]: rd.md=0: removing MD RAID activation

[[   22.752514] scsi 4:0:0:0: Direct-Access                               1.00 PQ: 0 ANSI: 6

[   22.759122] sd 4:0:0:0: Attached scsi generic sg17 type 0

[   22.759294] sd 4:0:0:0: [sdq] 15257600 512-byte logical blocks: (7.81 GB/7.27 GiB)

[   22.759444] sd 4:0:0:0: [sdq] Write Protect is off

[   22.759573] sd 4:0:0:0: [sdq] Write cache: disabled, read cache: disabled, doesn't support DPO or FUA

[   22.763809]  sdq: sdq1

[   22.764719] sd 4:0:0:0: [sdq] Attached SCSI removable disk

  OK  ] Mounted Configuration File System.

[   22.300290] dracut-pre-trigger[1641]: //lib/dracut/hooks/pre-trigger/50-kickstart-genrules.sh: line 34: [: too many arguments

[  OK  ] Started udev Coldplug all Devices[   23.162269] audit: type=1130 audit(22.730:11): pid=1 uid=0 auid=4294967295 ses=4294967295 subj=

kernel msg='unit=systemd-udev-trigger comm="systemd" exe="/usr/lib/systemd/systemd" hostname=? addr=? terminal=? res=success'

.

[   22.712586] dracut-pre-trigger[1641]: cat: /tmp/dd_disk: No such file or directory

         Starting dracut initqueue hook...

[  OK  ] Reached target System Initialization.

[  OK  ] Reached target Basic System.

[   27.856677] mlx4_core 0000:01:00.0: PCIe link speed is 8.0GT/s, device supports 8.0GT/s

[   27.856787] mlx4_core 0000:01:00.0: PCIe link width is x8, device supports x8

[   28.334090] mlx4_core: Initializing 0002:01:00.0

[   28.334297] mlx4_core 0002:01:00.0: Using 64-bit DMA iommu bypass

[   31.691265] sd 5:2:2:0: [sdd] Attached SCSI disk

[   31.691448] sd 5:2:3:0: [sde] Attached SCSI disk

[   31.691644] sd 5:2:0:0: [sdb] Attached SCSI disk

[   31.691951] sd 5:2:1:0: [sdc] Attached SCSI disk

[   34.424620] mlx4_core 0002:01:00.0: PCIe link speed is 8.0GT/s, device supports 8.0GT/s

[   34.424728] mlx4_core 0002:01:00.0: PCIe link width is x8, device supports x8

[   35.124713] mlx4_en: Mellanox ConnectX HCA Ethernet driver v2.2-1 (Feb 2014)

[   35.125096] mlx4_en 0000:01:00.0: registered PHC clock

[   35.127495] mlx4_en 0000:01:00.0: Activating port:1

[   35.143077] mlx4_en: 0000:01:00.0: Port 1: Using 256 TX rings

[   35.148541] mlx4_en: 0000:01:00.0: Port 1: Using 8 RX rings

[   35.154105] mlx4_en: 0000:01:00.0: Port 1:   frag:0 - size:1518 prefix:0 stride:1536

[   35.161243] mlx4_en: 0000:01:00.0: Port 1: Initializing port

[   35.172085] mlx4_en 0000:01:00.0: Activating port:2

[   35.189292] mlx4_en: 0000:01:00.0: Port 2: Using 256 TX rings

[   35.193398] mlx4_en: 0000:01:00.0: Port 2: Using 8 RX rings

[   35.198919] mlx4_en: 0000:01:00.0: Port 2:   frag:0 - size:1518 prefix:0 stride:1536

[   35.206098] mlx4_en: 0000:01:00.0: Port 2: Initializing port

[   35.217201] mlx4_en 0002:01:00.0: registered PHC clock

[   35.221288] mlx4_en: eth0: Link Up

[   35.221364] mlx4_en 0002:01:00.0: Activating port:1

[   35.234913] mlx4_en: 0002:01:00.0: Port 1: Using 256 TX rings

[   35.238998] mlx4_en: 0002:01:00.0: Port 1: Using 8 RX rings

[   35.244559] mlx4_en: 0002:01:00.0: Port 1:   frag:0 - size:1518 prefix:0 stride:1536

[   35.253098] mlx4_en: 0002:01:00.0: Port 1: Initializing port

[   35.263979] mlx4_en 0002:01:00.0: Activating port:2

[   35.271034] mlx4_en: eth1: Link Up

[   35.281464] mlx4_en: 0002:01:00.0: Port 2: Using 256 TX rings

[   35.285573] mlx4_en: 0002:01:00.0: Port 2: Using 8 RX rings

[   35.291084] mlx4_en: 0002:01:00.0: Port 2:   frag:0 - size:1518 prefix:0 stride:1536

[   35.298236] mlx4_en: 0002:01:00.0: Port 2: Initializing port

[   35.309191] <mlx4_ib> mlx4_ib_add: mlx4_ib: Mellanox ConnectX InfiniBand driver v2.2-1 (Feb 2014)

[   35.327918] <mlx4_ib> mlx4_ib_add: counter index 2 for port 1 allocated 1

[   35.333372] <mlx4_ib> mlx4_ib_add: counter index 3 for port 2 allocated 1

[   35.354383] <mlx4_ib> mlx4_ib_add: counter index 2 for port 1 allocated 1

[   35.358463] <mlx4_ib> mlx4_ib_add: counter index 3 for port 2 allocated 1

[   35.363710] mlx4_en: eth3: Link Up

[   35.376411] mlx4_core 0000:01:00.0 enp1s0: renamed from eth0

[   35.432571] mlx4_core 0000:01:00.0 enp1s0d1: renamed from eth1

[   35.603694] mlx4_core 0002:01:00.0 enP2p1s0d1: renamed from eth3

[   35.692421] mlx4_core 0002:01:00.0 enP2p1s0: renamed from eth2

[   37.691861] sd 5:2:10:0: [sdl] Attached SCSI disk

[   37.692054] sd 5:2:6:0: [sdh] Attached SCSI disk

[   37.692520] sd 5:2:13:0: [sdo] Attached SCSI disk

[   37.692800] sd 5:2:14:0: [sdp] Attached SCSI disk

[   43.690839] sd 5:2:12:0: [sdn] Attached SCSI disk

[   43.691142] sd 5:2:8:0: [sdj] Attached SCSI disk

[   43.691335] sd 5:2:11:0: [sdm] Attached SCSI disk

[   43.691633] sd 5:2:9:0: [sdk] Attached SCSI disk

[   49.685080] sd 5:2:5:0: [sdg] Attached SCSI disk

[   49.685256] sd 5:2:4:0: [sdf] Attached SCSI disk

[   49.685755] sd 5:2:7:0: [sdi] Attached SCSI disk

